DOMESTIC WATER FILTRATION MEMBRANES
ULTRA-FILTRATION GRAVITY MEMBRANE FOR DOMESTIC PURIFIER
Technorbital manufactures special hollow fibre membranes that can be installed in water filtration units that are meant for domestic usage. Technorbital has recently partnered with Tata Group for installing its hollow fibre membranes for all Tata Swachh water purifiers. (we will say this once we launch the product)  This UF membrane works on gravity and hence does not require electricity. These membranes last much longer than the conventional water purification membranes. No chemicals and 100% eco-friendly these membranes are far more efficient and cost-effective than any other water purifiers.
ONLINE ULTRA-FILTRATION MEMBRANE
Technorbital’s UF Membranes are so quick and effective that it can handle large volumes of impure water and transform them into pure drinking water faster than any other water filtration technology. These modules can be used for any online applications as a pre-RO and water purification in domestic water purification unit. Our membranes are most economical, simple and low maintenance. 
UF Membrane for LIFE-SAVER BOTTLE
With Hollow Fibre Membrane based water filtration units installed at community or regional level and at home, one is sure that the water is pure. But what happens when one travels. We are unaware of the source of water and how pure it would be. In Life-Saver Bottle the straw is made up of hollow fibre UF membrane that assures that when water from any source is filled in the bottle only pure water comes out of the straw. Just carry Life-Saver Bottle while you travel and leave all the impurities and your stress behind. This product is under development
	 
	Specs: Domestic Water Purification Products

	Parameters
	Techno_UF_90_IN
	Techno_UF_90_G
	Techno_UF_As
	Techno_UF_Bottle

	Applications
	In line UF filter 
	Gravity UF filter 
	UF filter for Arsenic removal
	UF Straw for one litre bottle

	Membrane Type
	Hollow Fiber Membrane

	Flow Rates (Lit/Hr) at 1 bar pressure
	25-30
	5-6 (Under gravity)
	Product Under Development
	Product Under Development

	Virus log reduction 
	4
	
	

	Bacteria log reduction
	6
	
	

	Molecular Weight Cut off
	~70000
	
	

	Life in liters of treated water 
	8000-10000
	4000-6000
	
	

	Operating Pressure (Bar)
	1-4
	Gravity Head
	
	

	Max. Operating Pressure (Bar)
	6
	2
	
	

	Max. back flushing pressure (bar)
	2
	2
	
	

	Operating Temperature (deg C)
	10-40
	
	

	Max. operating Temperature (deg C)
	50
	
	

	pH range
	3-12
	

	Potting Material
	Epoxy
	

	Membrane Material
	Speciality Polyacrylonitrile (inherently anti-fouling)
	

	Flow Type
	Outside In (Dead end)
	

	Outer Casing
	PPCP
	ABS
	
	

	Length (mm)
	250
	_
	
	

	Diameter (mm)
	58
	_
	
	



