
Lithium Battery Powered Forklift

LT25

High Efficiency & Energy Saving
 The high-frequency FANJI integrated controller ensures

smooth and accurate driving and lifting control.

 High power AC travel and pump motors build with

protection functions, reliable and long working life.

 Rapid charging and opportunity charging ensure

continuous availability.

Reliable Safety Protection
 High quality lithium battery with BMS system

 Soft landing protects goods from damage

 Low center of gravity and high load margin are designed

for more safe and stable working

Ergonomic Design
 large operating space and enlarged brake pedal can

effectively reduce the driver’s fatigue

 The seat can be adjusted back and forth by 210mm.

The operator can choose the best driving position

 Silence, no pollution, energy saving and other advantages

meet the environmental protection requirements.



Technical parameters

Item Specification LT25

1 Fuel type Electric

2 Load capacity kg 2500

3 Load center mm 500

4 Lift height mm 3000

5 Full free lift height mm 100

6 Fork dimension LxBxH mm 1070×122×40

7 Mast tilting angle Front/Rear Deg 6/12

8 Min. turning radius mm 2240

9 Groud clearance mm 120

10 Overhead guard height mm 2140

11 Front overhang mm 485

12 Max. travel speed Laden/unladen km/h 14/16

13 Max. lift speed Laden/unladen mm/s 270/320

15 Max. gradeability % 20

16
Total length

With fork mm 3610

17 Without fork mm 2540

18 Total width mm 1160

19 Mast extended height mm 4220

20 Mast lowered height mm 2065

21
Tyres

Front 7.00-12-12PR

22 Rear 6.00-9-10PR

23 Wheelbase mm 1600

24 Tread Front/Rear mm 970/970

25 Service weight Unladen Kg 3680

26 Travel brake Hydraulic

27 Park brake Mechincal

28 ACTravel motor Rated power kw 11

29 AC Lift motor Rated power kw 12

30 Controller Chinese FANJI

31 Allowed Max. battery size LxBxH mm 700×615×330

32 Battery capacity V/Ah 80/203

33 Continuous Working Time h 5 hours

34 Charger type 3-phase / 380V

35 Carger capacity V/Ah 80V/100A

36 Chargeing time h 2.5 hours

37 Steering type Hydraulic

38 Noise value dB(A) ≤70


