
Aotea Energy AE-1

48V Series

Extended Cycle Life (up to 8000 cycles)

Enhanced Safety with LiFePo4 Chemistry

Built-in Smart Control System

Expandable to 64kWh

IEC Certification

Model Number: AE-LF-48V-U150B

Mechanical Properties

Dimensions (H/W/D) 842 x 465 x 262 mm

Weight 140kg

Housing Material Stainless Steel (304)

Terminals Two sets of parallel M10

IP Rating IP30

Electrical Characteristics

Rated Energy 16kWh 

Nominal Voltage 51.2V

Rated Capacity 314Ah

Self Discharge < 3% per month

Round Trip Efficiency1 95%

Cycle Life 8000 (25oC 0.5C 100% DoD 70% EOL)

Charging and Discharging Parameters

Maximum Continuous Charge/Discharge Current 157A (0.5C)

Working Voltage Range 40~57.6V

Working Cell Temperature Range (Discharge) -10~65°C

Working Cell Temperature Range (Charge) 0~60°C

Environmental Specifications

Charging Temperature (ambient) 0~40°C

Discharging Temperature (ambient) -10~40°C

Storage Temperature (ambient) 0~35°C

Humidity % 5~80%

Configuration and Compliance

Construction / Chemistry 16S 1P 3.2V LiFePO4

Shipping Classification UN38.3

Safety IEC 62619

1Values provided for 25oC, at beginning of life. 7.5kW charge/discharge power. 


